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Basic technical data 

Sensing element Thin-layer nickel resistor 

Range of working temperatures -60 to 250 °C * 

Resistance at 0°C 10000  

Long term stability of resistance 0,1%; after 1000 h at t = 250 °C 

Recommended / maximal dc measure current 0,1mA / 0,3mA 

* The real range of working temperatures of sensor is defined by the design and technology 

Temperature relation of the sensing element resistance in the temperature range  –60 až 250 °C is 
expressed by the following formula: 
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Relation the resistor value on temperature 

°C 0 -1 -2 -3 -4 -5 -6 -7 -8 -9 

-60 6952,0          

-50 7425,5 7377,5 7329,7 7282,0 7234,4 7187,0 7139,7 7092,6 7045,6 6998,7 

-40 7913,1 7863,7 7814,5 7765,4 7716,4 7667,6 7618,9 7570,3 7521,9 7473,6 

-30 8414,6 8363,8 8313,2 8262,7 8212,3 8162,1 8112,1 8062,1 8012,3 7962,6 

-20 8929,6 8877,5 8825,6 8773,7 8722,0 8670,4 8619,0 8567,7 8516,5 8465,5 

-10 9458,2 9404,7 9351,4 9298,2 9245,1 9192,2 9139,4 9086,8 9034,3 8981,9 

0 10000,0 9945,2 9890,6 9836,0 9781,7 9727,4 9673,3 9619,3 9565,5 9511,7 

           

°C 0 1 2 3 4 5 6 7 8 9 

0 10000,0 10054,9 10110,0 10165,1 10220,5 10275,9 10331,5 10387,2 10443,1 10499,0 

10 10555,2 10611,4 10667,8 10724,3 10780,9 10837,7 10894,6 10951,7 11008,9 11066,2 

20 11123,6 11181,2 11239,0 11296,8 11354,8 11412,9 11471,2 11529,6 11588,1 11646,8 

30 11705,6 11764,5 11823,6 11882,8 11942,1 12001,6 12061,3 12121,0 12180,9 12240,9 

40 12301,1 12361,4 12421,9 12482,5 12543,2 12604,1 12665,1 12726,2 12787,5 12848,9 

50 12910,5 12972,2 13034,1 13096,1 13158,2 13220,5 13282,9 13345,5 13408,2 13471,0 

60 13534,0 13597,2 13660,5 13723,9 13787,5 13851,2 13915,1 13979,1 14043,3 14107,6 

70 14172,1 14236,7 14301,4 14366,4 14431,4 14496,7 14562,0 14627,5 14693,2 14759,1 

80 14825,0 14891,2 14957,5 15023,9 15090,5 15157,3 15224,2 15291,3 15358,5 15425,9 

90 15493,4 15561,2 15629,0 15697,1 15765,3 15833,6 15902,1 15970,8 16039,7 16108,7 

100 16177,9 16247,2 16316,7 16386,4 16456,2 16526,2 16596,4 16666,8 16737,3 16808,0 

110 16878,9 16949,9 17021,1 17092,5 17164,1 17235,8 17307,7 17379,8 17452,1 17524,5 

120 17597,2 17670,0 17743,0 17816,1 17889,5 17963,0 18036,8 18110,7 18184,8 18259,0 

130 18333,5 18408,2 18483,0 18558,0 18633,3 18708,7 18784,3 18860,1 18936,1 19012,3 

140 19088,7 19165,2 19242,0 19319,0 19396,2 19473,5 19551,1 19628,9 19706,9 19785,1 

150 19863,5 19942,1 20020,9 20099,9 20179,1 20258,5 20338,2 20418,0 20498,1 20578,4 

160 20658,9 20739,6 20820,5 20901,6 20983,0 21064,6 21146,4 21228,4 21310,6 21393,1 

170 21475,8 21558,7 21641,9 21725,2 21808,8 21892,6 21976,7 22061,0 22145,5 22230,3 

180 22315,3 22400,5 22485,9 22571,6 22657,6 22743,8 22830,2 22916,8 23003,7 23090,9 

190 23178,3 23265,9 23353,8 23442,0 23530,4 23619,0 23707,9 23797,0 23886,4 23976,1 

200 24066,0 24156,2 24246,6 24337,3 24428,2 24519,5 24610,9 24702,7 24794,7 24887,0 

210 24979,5 25072,3 25165,4 25258,8 25352,4 25446,3 25540,5 25635,0 25729,7 25824,7 

220 25920,0 26015,6 26111,5 26207,6 26304,0 26400,8 26497,8 26595,1 26692,6 26790,5 

230 26888,7 26987,2 27085,9 27185,0 27284,3 27384,0 27484,0 27584,2 27684,8 27785,6 

240 27886,8 27988,3 28090,1 28192,2 28294,6 28397,3 28500,3 28603,7 28707,3 28811,3 

250 28915,6          
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Accuracy classes of the sensing element 

Sensing elements are produced in accuracy classes with tolerance fields which are specified following 
formula: 

 for t < 0 °C for t > 0 °C 

Class B T = ± ( 0,4 + 0,028 * | t | )  in °C T = ± ( 0,4 + 0,0070 * t )  in °C 

 * | t | is absolute temperature value 

Temperature Resistance Class B 

[°C] [] T [°C] R [] 

-30 8414,6 ± 1,24 ± 63,2 

0 10000,0 ± 0,40 ± 22,0 

50 12910,5 ± 0,75 ± 45,8 

100 16177,9 ± 1,10 ± 75,9 

150 19863,5 ± 1,45 ± 114,6 

200 24066 ± 1,80 ± 162,0 

250 28915,6 ± 2,15 ± 225,8 

 

Tolerance field 
 


